Save your fingernails by using last winter s 
plastic ice scraper to remove vacation stickers 
and resort advertisements accumulated on 
your car during the summer. A clean rag 
dipped in solvent or dry-cleaner fluid will 
remove any pieces missed by the scraper. 


When cleaning or changing spark plugs, 
owners of Plymouth V-8s should pull the 
ignition wires by grasping them only at the 
reinforced section near the plug. Pulling on 
the wire might cause an internal break re¬ 
sulting in misfiring or weak spark. 


piston 

RUBBER CUPS 


U BOLT MADE 
OF 1/4' STEEL 


Valve springs on overhead-valve engines 
can be compressed and held safely while the 
keepers are removed by using a piece of 
hardwood as a lever. Place the head on a 
heavy board and fasten a U bolt in position 
behind it. Shift the head after each spring is 
removed to align the next valve with the U 
bolt. Reverse procedure to install valves. 
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Clean wheel cylinders thoroughly when 
installing new brake linings. The full thick¬ 
ness of the new lining will push the cups 
deeper into the cylinder, and gum or dirt on 
this long-unused part of the wall may cause 
the cylinder to leak. Be sure to use only 
hydraulic-brake cleaning fluid, and allow to 
dry before reassembling parts. 
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[ Hints from the Model Garage 


nn 


IS! 


WHEN GARAGE 
DOOR OPENS 
INWARD 
PUSH BUTTON 
IS RELEASED 
''AND LIGHT 
GOES ON 





COMPLETED 


CONTROL i 


BOX l 

Vb" x y 2 " x 


STRAP IRON 





WIRING DIAGRAM 






WATER 
LEVEL MUST 

BE 3/4' TO Vi‘ 

ABOVE 

PLATES 




A grease gun will reach all fittings with ease 
if you replace the rigid-nozzle tube with a 
’49 Ford flexible brake line. Attach the line 
to the gun with a tube fitting having a /s" 
pipe thread on one end and a %"-24 thread 
on the other. Screw the original grease-gun 
nozzle on the male Is" pipe thread on the 
free end of the brake line. 

164 POPULAR SCIENCE 


Check your battery water more often than 
usual during the hot late-summer days. The 
water evaporates faster in the excessive heat 
and can drop below the top of the plates in 
a week’s time, drying them out and reducing 
output. Maintain the water level to 
above the plates, but don’t overfill as it will 
bubble out of the vents. 






















